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Multiple Parameter Determination in the Easiest Way  

 

METHOD OF ANALYSIS: Combustion Method 

DETECTOR: 
N = TCD (Thermal Conductivity Detector) 
C = NDIR Detector (Non Dispersive Infrared)  

SAMPLE WEIGHT: up to 1g 

AUTOSAMPLER CAPACITY: up to 4 discs, 30 positions each (up to 117 samples) 

REPRODUCIBILITY (RSD): < 0.5% for EDTA standards approx. 100 mg  

RECOVERY : > 99.5% 

DETECTION RANGE C: ppm – 150 mgC 

DETECTION RANGE N: ppm – 200 mgN 

NITROGEN DETECTION LIMIT (ABSOLUTE VALUES): 0.001 mgN (He); 0.01 mgN (Ar) 

CARBON DETECTION LIMIT (ABSOLUTE VALUES): 0.01 mgC 

COMBUSTION TEMPERATURE: 1030 °C / 1886 °F 

HELIUM (HE): purity 99.999% (grade 5.0) 

OXYGEN (O2): purity 99.999% (grade 5.0) 

HELIUM (HE) PRESSURE: 2 bar 

OXYGEN (O2) PRESSURE: 2 bar 

INTERFACES: USB, RS232 

CONNECTIVITY: Cloud via Wi-Fi and LAN 

POWER: 1400 W 

POWER SUPPLY: 230 V / 50-60 Hz 

WEIGHT: 54 kg / 119 lb 

DIMENSIONS (WXHXD): 
655x510x410 mm  (655x690x410 mm including autosampler) 
25.8x20.1x16.1 in (25.8x27.0x16.1 in including autosampler) 


